Sony DADC How to create PDF files for digital artwork transmission

Application: Platform:
QuarkXPress 4.x, Adobe Acrobat MACINTOSH
General:

e Use Adobe's Virtual Printer, and the Adobe PostScript driver 8.6. This document assumes that you have
correctly installed version 4.05 of Adobe Acrobat and the necessary print driver and ppds (this is the
recommended method by Adobe Systems)

*Tip. Do not install Adobe Acrobat or the Adobe print driver without consulting tech document "Installing
Acrobat on Your Mac". Otherwise, you may experience problems. Should you be using LaserWriter make sure
to use v8.4 or later. Not all Distiller job options are available with the LaserWriter driver.

e All Acrobat PDF files must be produced out of level 3 composite PostScript files using Acrobat Distiller v4.05

e “PDF Writer” and “Save as PDF” must not be used.

¢ Note that any changes to the artwork must be made in the original program (QuarkXpress). A new PDF must
then be created from the amended PostScript file, using Acrobat Distiller.

e No security restrictions must be applied.

¢ No trapping whatsoever should be applied during file creation. Since you are submitting composite files the print
shop’s RIP will take care of it during separation.

¢ No overprint settings must be applied. Note that white text must not be set to overprint and that black text
overprints except some special effects.
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Specifications for PostScript file creation prior to creation of PDF using QuarkXPress v 4.11:
(Do not use earlier versions, as it contains a number of important fixes)

e Ensure that you have used the correct templates, and dimensions such as 3 mm bleed. All components must be
single pages, the only exception the manual cover as printers pairs.
e All parts require trim, bleed and registration marks (No marks included in the "live" or "bleed" image area).

4% Blead area; Cut away by the printer

o
¢ All pictures and logos must be saved at a minimum of 300dpi in CMYK format, no specials colours (Pantone)
must be present unless you deliberately want them in your product. If necessary re-save them and update the
links.
e Check all fonts under Font Usage to ensure they are OK; confirm that all fonts read style <<plain>> in this
menu. (Utilities menu: Usage...Fonts tab).
e Check Picture Usage for any pictures that need updating or are missing. (Utilities menu: Usage... Pictures
Tab)
- Print column: checked
- Type: EPS or TIFF only ; No CT or DCS, please
- Status: OK
e Check to ensure all Colours are 4-colour process (Edit Menu: Colours...). Graphics must be checked
separately using Photoshop (v5.02 or later) as already mentioned above.

— Select the colour — Edit — Model: CMYK — Spot Colour = Off — Save when closing
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Choose the Chooser from the Apple menu.

e Click the AdobePS icon, and close the Chooser. You do not need to have a PostScript printer on the network,
or choose a PostScript printer. If your PostScript printer shows in the Chooser window, you may select it.

e Choose File > Print to open the PRINT DIALOG window.

e Select Page Setup in the PRINT DIALOG window, and while Page Attributes, for Format, select Virtual
Printer.

o Select PostScript Options in the pop-up menu. De-select each option in the dialog box. When you choose a

Page Setup option, the corresponding items in the rest of the Page Setup dialog window change. It is extremely
important to make the right choices in this dialog window. Smoothing text or substituting fonts can make files

large and unwieldy. = vrint
e When you have finished, click OK to return to the Print S‘T'e=| - |
. Copies: (1 Pages: |All *| |Range Separators...
PRINT DIALOG window. The PRINT DIALOG St (e S | S e
window contains up to six tabs (Document, Setup, O separations Ol spreads
B4 Include Blank Pages [ Thumbnails [ Back to Front
Output, Options, Preview and Profiles). You Page Sequence: (Al 7] Bleed: (3 mm
should use these tabs to customise your document. o Eff‘,m et R
e Inthe Document tab turn on Registration, put in 3mm
for the Bleeds.
[Page Setup...] [ Printer... ] ‘ [Eapture Settings] [l:ancel ] H Print ]l

Print Style: | Default «

Copies: |1 Pages: [All | (Range Separators...]

== o | - e In Setup, you will want to choose Acrobat Distiller and your
o e e Paper Size. If you have a custom size you will need to compute the
Paper lidth Paper offset: proper width (page size + 5 mm for crop and trim marks). The height
o or ot rouebor: am ] should be left on Automatic. You should use the pop-up menu to
Page Positioning; ortentation: - (R choose Center for Page Positioning.

[Page Setup...] [ Printer... ] ‘ [Eaplure Settings] [Eancel ] H Print ]l
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e Select the Output tab and then choose 2400 dpi

. . . . Print
as your Resolution for Press-Optimized files. Screen [~ ==
ruling should be 175 Ipi. You also want Composite coptes: [T | Pages: [fi =] (Fonge separators)
Color for Print Colors (default). st | et ) owtput Gt Frevie

Print Colors: | Composite Color » Resolution:| 2488 w | (dpi)
Halftoning: Frequency: El (Ipi)

Print |Plate |Ha|ftone |Frequency | Angle |Function
-+ Frocess Cyan - 175 15 Default
-+ Process Magenta - 175 75" Default
+ Procesz Yellow - 175 o* Default
+ Process Black - 175 45 Default

[Page Setup...] [ Printer... ] [ Capture Settings] [ Cancel ] ” Print ]I

e Options tab

Print

Print Style:
Copies: l:l Pages: |HII |t| [Range Separators...]

Documnent TWT Ouiput TDptionsT Preview ]
[] Quark PostScript Error Handler
Page Flip: [ Negative Print
Pictures
Output:
Data: [ Overprint EPS Black
OPI: [ Full Resolution TIFF Dutput

[Page Setup...] [ Printer... ] ‘ [l:apture Settings] [l:ancel ] H Print ]l

e The Preview tab will give you a good chance to make sure your orientation is correct and that the image and
marks will fit on the sheet.
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e When you have selected all your settings in the tabs, click Printer.
At the top left of the box, your printer should be Virtual Printer. At the top right, you should see Destination: File.
Select Save as File from the pop-up menu, and then select the following options:
- For Format, select PostScript Job.
- For Postscript Level, select Level 1, 2 and 3 Compatible.
- For Data Format, select Binary.
- For Font Inclusion, select All.

*Note: It is important to include ALL your fonts in your PostScript file.

Should you be using the LaserWriter driver select Level 2 and 3 compatible.

Printer: [Virtual Printer = Destination: m
- [PnstScript Settings i]
Format: [ PostScript Job B
PostScript Level: & Level 1,2 and 3 Compatible
() Level 2 Only
() Level 3 Only
Data Format: 3 ASCII
@ Binary
Font Inclusion: [All B
AL
Save Settings “?M [ cancel | [ save ||

e When you have selected all of your settings, click Save Settings, your settings for the Virtual Printer will be
retained until you save them again.

e Click Save, choose a name for your file and select a file location.
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Specifications for creation of PDF out of pre-existing PostScript file:
*Note: When you launch Distiller, make sure to choose the correct job options!

Following screenshots show the suggested settings for creation of high resolution PDF files for packaging artwork.
For creation of low resolution PDF as soft proof for on-screen verification use the same settings, only change
downsampling in the compression tab to 72 dpi for Color and Grayscale and to 300 dpi for Monochrome Bitmap
Images. Low and high resolution PDF must be created out of the same PostScript file to ensure consistency in the
content.

e General, select v4 compatible, to preserve Level 3

=———— Job Options: AWVIalSDN_2000_ comp=—————H
General \/ Compression '/ Fonts }/ Color |/ Advanced
" . 0K .
PG — e Compression
Compatibility: [ Acrobat4.0 =
I ASCII Format ————— job Options: highres Artwork k——————— H
[ Optimize PDF -
[ Generate Thumbnails General }/ Compression |/ Fonts '/ Color | / Advanced \
- 0K
Resolution: |24I]l] dpi Color Bitmap Images
. Bicubic Downsampling at % ||300 |[dpi
Binding: B B _” | p Cancel
Quany:
Grayscale Bitmap Images
b4 [ Bicubic Downsampling at i” 300 |dpi
[ Compression: | ZIP 5
Quality:
Monochrome Bitmap Images
b4 [ Bicubic Downsampling at i” 1800 |dpi

[4 compression: | CCITT Group 4 %

[ Compress Text and Line Art
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e Font Embedding e Colour
These settings apply for composite files only! It must

Job Options: high res Artwork_2k=""————H

General |/ Compression \/ Fonts \/ Color \/ Advanced

4 Embed All Fonts

o Subset All Embedded Fonts Below: ':'.,

When Embedding Fails: | Cancel Job ij
Embedding
Base 14 Fonts 2 Always Embed:

Courier
Cour jer-Bald
Courier-Bo ld0b lique
Courier-Oblique H
Helvetica
Helvetica-Bold

0K

not be used for separated PostScript files.

Job Options: high res Artwork_2k

General |/ Compression \/ Fonts \/ Color / Advanced

Conversion

@ Leave Color Unchanged

(2 Tag Everything for Color Mgmt (no conversion)
{2 Tag Only Images for Color Mgmt (no conversion)
(» Convert All Colors to sRGB

0K

Helvetica-BoldOblique
Assumed Profiles

g;x:zifa’m’"““e Never Embed:

o Gray: Adobe Gray - 20% Dot Gain
Times-Bold
T ~BoldItali - ~ -
e RGB: SRGB IEC61966-2.1

Tirnes-Roman — —

ZapfDingbats CMYK: [Adobe CMYK

Add Name... Remove Options

[ Preserve Overprint Settings

M Preserve Under Color Removal and Black Generation
[ Preserve Transfer Functions

[ Preserve Halftone Information

e Advanced

Job Options: highres Artwork 2k=————————— 5

General |/ Compression / Fonts |/ Color \ / Advanced

0K
Options

C
[ Use Pr ps and E ps Cancel

[1 Allow PostScript File To Override Job Options

Preserve Level 2 co age Semantics
o o2

[] Save Portable Job Ticket Inside PDF File

e When finished click Save as and store these

settings. You will be able to select this profile in
Distiller main window under the choosen name.

Document Structuring Conventions (D5C)
[1 Process DSC
Log DSCWarnings
Resize Page And Center Artwork For EPS Files
Preserve EPS Info from DSC
Preserve OP1 Comments
Preserve Document Info from DSC

Distiller job settings for high and low resolution PDF is
included in this .sit file.

Default Page Size

Width: | 21,59 Units: | Centimeters 3
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Specifications for ISDN transmission of final packaging artwork:

e Perform an outgoing check of all your files prior to submission

— all components present
— dimensions, trim and registration marks, bleed
— do they print OK?
— all fonts embedded?
— high resolution pictures, logos - 300dpi
— colour space CMYK
We strongly recommend to use a pre-flight check tool such
as PitStop from Enfocus. A check profile for PitStop is
included in this package (you need to import it into the
Enfocus PitStop Preflight Panel).
e Put all data in a main folder and name it with the Catalog
Number e.g.>SLES00000 - TekkenTag<
e All final packaging artwork files must be supplied as a high
resolution composite PDF only.

¢ An information text file must be included with all relevant
job details e.g. name of repro house, Product Code
number, print details, contact address. A sample file is
included in this package.

O

SCES-50000 RR_infotext =c—————— [

1] [

NAME:

FORMAT:

SCES No:

FILES:

NO OF PAGES:

TRAPPING:

CONTACT:

ADDRESS:

DETAILS OF PAGES:

FILMS AND SCREEN:

RIDGE RACER V
PS2 Packaging Artwork
SCES-S0000

French 28pp Manual Cover: CMYK. Manual: CMYK
Inlay: CMYK Insert page 1: CMYK Insert page 2: CMYE

German 2B8pp Manual Cover: CMYK. Manual: CMYK
Inlay: CMYK Insert page 1: CMYK Insert page 2: CMYE

Italian 28pp Manual Cover: CMYK. Manual: CMYK
Inlay: CMYK Insert page 1: CMYK Insert page 2: CMYKE

Dutch 28pp Manual Cover: CMYK. Manual: CMYK
Inlay: CMYK Insert page 1: CMYK Insert page 2: CMYKE

Spanish/Portuguese 48pp Manual Cover: CMYK. Manual: CMYK
Inlay: CMYK Insert page 1: CMYK Insert page 2: CMYKE

Danish/Norwegian 4Bpp Manual Cover: CMYK Manual: CMYK
Inlay: CMYK Insert page 1: CMYK Insert page 21 CMYK

4 Hi-Res pdfs. per language French, German, Italian, Dutch,
Spanish/Portuguese, Danish/Norwegian.

SADDLE STITCHED MANUAL (28 pages)
SADDLE STITCHED MANUAL (48 pages)

Ag specifications

NO TRAPPING INCLUDED.
DAWN ALLIGAN FRENCH
SEVEN SOHO

B PORTLAND MEWS, LONDON W1V EIFJ
TEL: 020 7282 4777 FAX: 020 7434 1730

S 4]
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e Confirmation of which orders were sent should be supplied via e-mail after successful transmission to
Customer Service DADC.
e A pack sku must be made up of one PDF file for each component. It must contain all components/language skus

of the whole product.
E.g.:  SLES00000-front inlay.pdf

SLES00000-back inlay_pdf [ ————7r0= ﬁ SCES-50000 RidgeRacer Seven=——— K| H
SLES00000-manual cover.pdf 12 Dbjekte, 1,3 GB frei
SLES00000-English manual inside.pdf Hame

w (] SCES-S0006 R.F.

SCES-SEE0E RR_infotext

(5] DANISH/MORLEG 1 AN

E’j DUTCH
Iﬁ FREMCH
Iﬁ GERMAM

ﬂ SCES-SBE68 /AR_GER_bi .pdf
ﬂ SCES-S0868 /AR_GER_fi .pdf
ﬂ SCES-S5@E68 /RR_GER_manual .pdf
ﬂ SCES-5S0868 /RAR_GER_mc .pdf

Iﬁ | TAL | AN H

[ [} sPAMISH/PORTUGLESE

{d vvw

=

i | 4[]

e Allfiles supplied must be compressed as a “self extracting archive” *.sea (preferably "Stufflt"). Compress the
folder containing all components, the decompression at Sony DADC will serve as a verification of transmission.

e Do not send any e-mail attachments, DADC will only accept ISDN transmissions.

e Do not send bits and pieces of a product. DADC will only accept whole transmissions.
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